
FHP Manual Starter - Flush Mount
- 2P - Toggle Operated - Grn
Indicator - 277VAC
2510FF2PG

Main
Product Single Unit Manual Starter

Type F

Overload Relay Type Melting alloy

Complementary
Current Rating 16 A

Cable Entry Without

Horsepower Rating 1 hp 115 V AC
1 hp 277 V AC
0.75 hp 115 V DC
0.75 hp 230 V DC
2 hp 230 V AC

Voltage Rating 277 V AC
230 V DC

Number Of Poles 2P

Control Unit Toggle switch

Number Of Phases 1 phase

Pilot Light Green indicator

Reset Manual

Motor Starter Type Non reversing

Electrical Connection Screw clamp terminals

Wire Gauge AWG 14...AWG 12 copper

Height 4.5 in (114.30 mm)

Width 2.75 in (69.85 mm)

Depth 2.19 in (55.63 mm)

Environment
Product Certifications UL listed file E42243 CCN NLRV

CSA LR25490 class 3211 05

Nema Enclosure Rating Not rated (flush plate) sheet steel standard size

Packing Units
Unit Type Of Package 1 PCE

Number Of Units In Package 1 1

Package 1 Weight 8.00 oz (226.796 g)
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Contractual warranty
Warranty 18 months
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